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Chapter NR 329
MISCELLANEOUS STRUCTURES IN NAVIGABLE WATERWAYS

NR 329.01 Purpose. NR 329.04 Miscellaneous structures.
NR 329.02 Applicability. NR 329.05 Enforcement.
NR 329.03 Definitions.

Note: Chapter NR 329 was created as an gﬁmmyrule efective April 19, 2004;  chargewater tothe waterway An intake or outfall structure shall
emergencyepeal and recreate ch. NR 329gefive August 24, 2004. includerock riprap toe protection not to exceed 2 cubic yards.

NR 329.01 Purpose. The purpose of this chapter is to_ (7) “Open to the general public’ means available to any per
establisireasonable procedures and limitatiéorsexempt activi  SON conditioned only upon the payment of a reasonable fee.
ties, general permits aniddividual permits for structures placed OPen to the general public” does not include conditions that
in navigable waterways as regulated under s. 30.12 (1g)(8)p),/€quirepurchaseof a boat, boat slip, parcel of properepnde
(a), (br) and (3m), Stats., in order to protect the public rights Minium unit or membership in a club orgamization.
interestin the navigable, public waters of the state as defined in (8) “Ordinary high water mark” means the point on the bank

s.30.10, Stats. or shore up to which the presence and action of water is so continu
History: CR 04-062: crRegister April2005 No. 592, &5-1-05,CR 05-037:  ousas to leave a distinct mark either by erosion, destruction-of ter
am. Register December 2005 No. 600, eff. 1-1-06. restrialvegetation or other easily recognizable characteristic.

(9) “Pea gravel” means an open graded coarse aggregate
struction, placement and maintenance of blaaidings, dry fire formedby the natural disintegratiaf numerous types and colors

hydrants fords, intake and outfall structures, pilings, pea grav8f Focks by glacial or river bed action into primarily round-par
blanketsand weed rakes regulated undeBgs12 (1g) (@), (g), () tlclestha_lt are prod_uced by Yyashlng and screening natural gravel.
and (km), (3) (@) 1., 4., 5., (br) and (3m), and 30.20 (1g) (b) 2 Neparticles are sized frof” (12.5 mm) to #8 mesh (2.36 mm).
Stats.,and to all other structures constructed, placed or maintained(10) “Peagravel blanket” means a layefrpea gravel less than

in navigable waterwaysnless regulated under another chapte® inches in depth that is placed on the bed of a navigable lake, pond
Any person who intends to construct, place or maintain a structorélowage to facilitate wading for recreational purposes under s.
in any navigable waterway shall comply with all applicable provB0.12(3) (a) 1., Stats. A pea gravel blanket does not include the
sionsof this chapter and any permit issued under this chapterplacemenbf sand or filter fabric.

Note: Currently culverts and bridges are regulated under ch. NR 320; habitat “piling” i i
structuresare regulated under ch. NR 323; boathouses and fixed houseboats-are regu(ll) Piling” has the meaning in s. 30.01 (5m), Stats.

lated under ch. NR 325; piers, wharves, boat shelters, boat lift)distatand swim (12) “Reasonablefee” means a fee comparable to those

ming rafts are regulated under ch. NR 326; shore erosion control structures are refargecthe general public for similar facilities on the waterway
latedunder ch. NR 328.

History: CR 04-062: crRegister April2005 No. 592, éf5-1-05,CR 05-037:  OF @ 5|m|Iar waterway in the vicinity _ _
am. Register December 2005 No. 600, eff. 1-1-06. (13) “Riparian” means an owner of land abutting a navigable
waterway.

NR ?29'03 Defi_nitions. In this cha_1pter: N . (14) "Weedrake” means an appurtenance, attached to a struc
(1) "Areaof special natural resource interest” has the meanifigte sych as a pier or piling, designedmechanically remove
in s. 30.01 (lam)Stats., and as identified by the department in quaticplants by the movement of ratiees attached to a floating

NR 1.05. _ ) _ boomwithout grubbing, lifting or rolling of the bottosediments.
Note: “Area of special natural resource interest” means any of the following: @ " .
(@) A state natural area designated or dedicated under ss. 23.27 to 23.29, Stats.(15) “Wetland” meansan area where water is at, near or above

(b) A surface water identified as a trout stream by the department under s. Nreland surface long enough to be capable of supporting aquatic

1.02(7). o ) ) or hydrophytic vegetation and which has soils indicative of wet
(c) A surface water identified as an outstanding or exceptional resource ""aé?fnditions

unders. 281.15, Stats.

(d) An area that possesses significant scientific value, as identified by the deparHistory: CR 04-062: crRegister April2005 No. 592, €f5-1-05;CR 05-037:
mentin s. NR 1.05. renum. (9) to (13) to be (1) to (15), cr (9) and (10) Register December 2005 No.

Informationand lists can be obtained by contacting the department, or ésund 600, eff. 1-1-06.
the departmeng website at wwwinr.wi.goy under the topic “\&terway and \&tland
permits”. NR 329.04 Miscellaneous structures. (1) Exemp-

(2) "Boat landing” means a structure installed on the bed anfl,\s (a) Procedures. Exemptions shabie processed according
bankof a navigable waterway for the purpose of launching aRgine procedures in ch. NR 310.

landingwatercraft. - S )
’ " (b) Applicable activities. A dry fire hydrant that meetke

3) “Depa.rtment mef\ns the department of natqmiourceg. standardsn pars. (c) and (d) shall be exempt under s. 30.12 (19)
~ (4) "Dry fire hydrant” means a structure or device to which @) Stats. An intake or outfall structure that meets the standards
fire hose can be connected, which is constructed in and adjaGgfHars. (c) and () shall be exempt under s. 30.12 (1g) (km), Stats.
to a navigable waterway for the purpose of providing water foy piling that meets the standarits pars. (c) and (f) shall be
fighting fires. exemptunder s. 30.12 (1g) (h), Stats.

(5) “Ford” meansa structure consisting of rock or gravel, Note: Eligibility for an exemption or general permit does not automatically result

placedon the beddf a navigable waterway to facilitate crossin%] a federal permit or stateaterquality certification for fill in wetlands. Some proj
the waterway ctsinvolving minimal wetland fill may be eligible for authorization under a U.S.
Army Corps of Engineergeneral permit which has already been granted state water
(6) “Intake or outfall structure” means a structure located anality certification [see non-reporting and 404 GP activities in the table at
the bank or bed of a navigable waterway below the horizonti://www.mvp.usace.army.mil/docs/regulatory/WIMATRIX.fjtnor a general

- . . . permitunder s. 281.36(8), Stats. (under development) All other projdetsiad
planeof the ordlnary h|gh watemark that is used to divert Waterwetlandswill require individual water quality certification including public notice as

from the waterway fopurposes other than irrigation or to-dis required bys.401, Federal Clean atér Act, and s. 281.36 (2), Stats., and carried out

NR 329.02 Applicability. This chapterapplies to con
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underchs. NR 103 and 299. For f“urther instructions, see thelde"paﬂmeb‘site 2. An intake or outfall structure shall be p|aced entire|y within
atwww.dnrwi.gov under the topic "&erway and \atland Permits. the riparians zone of interesgs determined by one of the meth

(c) General standards. 1. Exempt activities under this sectiongdsoutlined in ch. NR 326.
may not be located imn area of special natural resource interest 3 -~ intake or outfall structure, including any wingwalls and
or within a public rights feature as described in s. NR 1.06. o rinrap, shall be less than 6 feet from the water side of the ordi
2. Erosion control measures shall meet or exceed the tech{gry high watemark and less than 25% of the width of the ehan
cal standardsfor erosion control approved by the departmenie|in which it is placed.
undersubch. V of chNR 151. Any area where topsoil is exposed 4 ap, intake or outfall structure may not be plaired manner

during construction shall benmediately seeded and mulched o ; ;
riprappecto stabilize disturbed areas and prewails from being fhatadversely impedes surface or subsurféme into or out of

. any wetland.
erodedand washed into the waterway 5 Anintak tall struct i Itin th
Note: These standards can be found at the following website: httpnidyav/ - AN INtakeor outia S ruc ur_e may not result in the perma
org/water/wm/nps/stormwater/techstds.htm nentor temporary deposition of fill in any floodway or wetland.

3. Unless part of a permanent stormwater management sys 6. An intake or outfall structure may not result in the water
tem, all temporary erosion and sediment control practices shall\vard extension of the upland.
removedupon final site stabilization. Areas disturbed during-con 7. Any grading, excavation and land disturbance shall be con

structionor installation shall be restored. fined to the minimum area necesséoy the construction and may
4. To protect fish habitat during spawning seasons, no exenief exceed 10,000 square feet.
activity may take place during the following time periods: 8. All equipment used for the project shall be designed and
a. For perennial tributarie® trout streams identified underproperlysized to minimize the amount of sediment that can escape
s.NR 1.02 (7), September 15 through May 15. into the water
b. For all waters not identified under subd. 4. a. and located 9- A deposit of sand, gravet stone under s. 30.12 (19) (a),
south of state highway 29, March 15 through May 15. Stats. may be associated with the placement of an intake or outfall

c. For all waters not identified under subd. 4. a. and locatsijuctureprovided the deposit is limited to the area underneath or
nortH of state highway 29, April 1 through Juné 1 within 4 feet of the structure and is less than 2 cubic yards.

) . 10. Dredging under s. 30.2Qg) (b) 1., Stats., may be associ
pla(éjgdg%ﬂ%eari]r){?;ifri{gf gﬂ?;r gj alﬁpgr(ijg]ﬁger fg};%anr}::ir;;)i/ty € atedwith the placement of an intake awtfall structure provided
with the permission of the riparian. ' the dredging does not exceed 2 cubic yards.

2. A dry fire hydrant shall be placed entirely within the ripari 11. Outfall structures may not exceed 24 inches in diameter

, : : : andin streams, may not result in a disgeof more than 50% of
%ncshzo’{}g %legterest, as determined by onthefmethods outlined the streams base flow (80% exceedence flow) at any given time.

Intake structures may not exceed 12 inches in diameter
nvert of the culvert shall be located above the public rights
stageelevation as determined by the departmerter s. 31.02,
Stats.

3. A dry fire hydrant may not be placed in a wetland or ind?hd%hzé i
mannerthat adversely impedes surfaaresubsurface flow into or
out of any wetland.

4. Adry fire hydrant shall have a perforaiatet screen with (f) Piling standards. 1. A piling may be placed and maintained
capon the inlet end. only by a riparian.

5. Adry fire hydrant shall be installed with the riser landward "5 “p piling shall be placed entirely within the ripariazone

of thel orc:ina y high water mark except where installed on a bridggiterest, as determined by one of thethods outlined in ch. NR
or culvert.
326

6. Adry fire hydrant located in a lake, pond or flowage shall 3 A piling may not be placed in a manner that adversely
beinstalled so that the inlet pipe is at least 3 feet below the Surf"f’r?l‘f)edessurface or subsurface flow into or out of any wetland
waterlevel during normal low water level conditions. A dry fire " . '
hydrantin rivers and streams shall be installed so that the inlet pi% o"sitﬁ\)rﬁglfl?iﬂ iw?i);];ﬁ:)éz\s/\l/g;Igrt\?vztr;ir?anem or temporary

is at least one foot below the surface water level during normal | it .
waterflow conditions. 5. A piling shall be placed only for the purposes of deflecting

) : _..ice to protecting an existing or proposed structure, or providing a
7. A dry fire hydrant may not result in the permanent or ten’ﬁivot point for turning watercraft.

porarydepos_ltlon of f'"_ in any floodway O_r wetland. ) Note: A piling as described in this rule may not be used for the purpose of
Note: Installation of a dry fire hydrant doest authorize the placement of any fill ¢onstructingrepairing or maintaining a retaining wall, seawall or similar structure,

materialto access the hydrant. ) or for any purpose other than described above.
8. Adry fire hydrant may not result in the waterward exten 6. A piling may not be placed or used for mooring a water
sionof the upland. craft, except in Lake Michigan, Lake Superior or on the Missis

9. Any grading, excavation and land disturbance shall be caippi River.
fined to the minimum area necesséwy the construction and may 7. A piling may consist of group of not more than 5 individ
not exceed 10,000 square feet. ual piles placed adjacent to each other and firmly bound together

10. All equipment used for the project shall be designed and 8. Any grading, excavation and land disturbance shall be con
properlysized to minimize the amount of sediment that can escafited to the minimum area necesséoy the construction and may
into the water not exceed 10,000 square feet.

11. A deposit of sand, gravel or stone under s. 30.12 (19) (a), 9. All equipment used for the project shall be designed and
Stats., may be associated with the placement of a dry fire hydnargperlysized to minimize the amount of sediment that can escape
providedthe deposit is limited to the areaderneath the structureinto the water
andis less than 2 cubic yards. 10. A deposit of sand, gravel or stone under s. 30.12 (1g) (a),

12. Dredging under s. 30.2Qg) (b) 1., Stats., may be associStats.,may beassociated with the placement of piling provided
atedwith theplacement of a dry fire hydrant provided the dredghe deposit is limited to the area underneath the piling and is less
ing does not exceed 2 cubic yards. than2 cubic yards.

(e) Intake or outfall structure standards. 1. An intake or out 11. Dredging under s. 30.20 (1g) (b) 1., Stats., may be associ
fall structure may be placed and maintainaty by a riparian, or atedwith the placement of piling provided the dredging does not
by a municipality with the permission of the riparian. exceed? cubic yards.
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12. Pilings shall have a minimum side setback of 10 feet froby submitting a written statement signedthg local department
theriparian zone. fisheries biologist, documenting consultation abouttoposed
(g) Permit required. 1. Activities which do namneet the stan project,and that the local department fisheries biologist has-deter
dardsin par (c) and either pa(d), (€) or (f) or are otherwise deter minedthatthe requirements of this paragraph are not necessary to
mined ineligible for an exemptioty the department under s.protectfish spawning for the proposed project.
30.12(2m), Stats., shall require a general permit or individual per (d) Ford standards. 1. A ford may not be located in an area

mit. of special naturatesource interest except for fords constructed
2. The department has tteithority under s. 30.12 (1m), for an agricultural use as defined in s. 30.40 (1), Stats. However
Stats. to require a permit in lieu of exemption. no ford may beplacedwithin a public rights feature as described

(2) GENERAL PERMITS. (a) Procedures. 1. General permits in s. NR 1.06.
shallbe processed according to the procedures in ch. NR 310. 2. A ford may be placed and maintained only by a riparian.

2. If the department determines that a proposal submitted 3. A ford shallbe placed entirely within the riparianzone

underthis section hathe potential to impact an endangered osf interest, as determined by one of thethods outlined in ch. NR
threatenedspecies in accordance with s. 29.604, State, 326.

applicationshall be deememicomplete. The department may not 4 - » forq shall be designed and constructed to preventstruc
considerthe application complete @sue a general permit until "

the applicant submits documentation to demonstrate one of {igalfailure and shall be maintained in good condition at all times.
following: 5. A ford shall only be located in a stream.

a. The project avoids impacts to the endangered or threatened®. A ford shall only be constructed where the stream width is
speciedn accordance with s. 29.604, Stats. less than 100 feet, the normal stream depth is Ie_ss than 2 feet, and

b. The project has received an incidental take authorizati$ffi€rethe streambed does not contain mibin 6 inches of soft
unders. 29.604, Stats. sediment. . . .

3. If the applicant modifies the project plans to meet the _7. A.ford shall consist of a 6- to 24~inch thick layer of 2— to
requirementf subd. 2., the modified plans shall sisbmitted 4~inchdiameter rock or pre-cast reinforced concrete planks over
before the department can consider the application complete2dtase of crushed rock with a total thickness not exceeding 24
issuea general permit. inches.

(b) Applicable activities. A ford that meets the standards in 8. A ford shallbe no more than 16 feet wide in a directior par
pars.(c) and (d) shall beligible for a general permit under ssallel to the flow of the stream.
30.12(3) (a) 4. and 30.206, Stats. A boat landing that mbets 9. Aford shall have itsop surface at the same level as the nat
standardsn pars. (c) and (e) shall be eligible fogeneral permit yral streambed immediately upstream and downstream from the
underss. 30.12 (3) (a) 5. and 30.206, Stats. A pea gravel blankgtl. The placement of the ford may not result in the creation of

thatmeets the standards in pars. (c) and (j) shall be eligible foaimpoundment or dam upstream or a waterfall dterifrea
generalpermit under ss. 30.12 (3) (a) 1. and 30.206, Stats. A strdgwnstream.

turethat meets the standards in pé&¥.and either (f), (), (h), (i)

or (j) shall be eligible for a general permit under ss. 30.1g¢3) v ; . - .
and30.206, Stats. steeperthan 5-foot horizontal to one—foot vertical (5H:1V)

e ) . ) tlpwardthe stream, or side slopes exceeding 2—foot horizontal to
Note: Eligibility for an exemption or general permit does not automatically resu . i
in a federal permit or stateaterquality certification for fill in wetlands. Some proj One—footvertical (2H:1V).

ectsinvolving minimal wetland fill may be eligible for authorization under a U.S. 11. The approach road to the ford may not be constructed in
Army Corps of Engineergeneral permit which has already been granted state water .

quality certification [see non-reporting and 404 GP activities in the table 8 aCross a wetland.

http://www.mvp.usace.army.mil/docs/regulatory/WIMATRIX.htngr a general i
permitunder s. 281.36(8), Stats. (under development) All other projdetdiad 12. The approach road to the ford may not be raised above the

wetlandswill require individual water quality certification including public notice as€/€vationof the surrounding natural ground elevation.
required bys. 401, Federal Cleanater Act, and s. 281.36 (2), Stats., and carried out 13, Any grading, excavation and land disturbance shall be

derchs. NR 103 and 299. For further instructions, see the depasmehit . au :
atwww.dniwi gov under the topic “aterway and \atiand Permits confinedto theminimum area necessary for the construction and

(c) General standards. 1. Erosion control measures shall medpay not exceed 10,000 square feet.
or exceed the technical standards for erosion control approved by 14. All equipment used for the project shall be designed and
the department under subch. V of ch. NR 151. Any area where tgpoperlysized to minimize the amount of sediment that can escape
soil is exposed during construction shall be immediately seedatb the water
andmulched oriprapped to stabilize disturbed areas and prevent 15 Material excavated from the streambed or banksmoay

soilsfrom being eroded and washed into the waterway be placed in any surface water body or wetland and may not be
Note: These standards can be found at the following website: placedin a floodway
http://dnr.wi.gov/org/water/wm/nps/stormwater/techstds.htm

2. Unless part of a permanent stormwater management sys 16. Construction of the ford mayot occur during periods of
tem, all temporary erosion and sediment control practices shall Hgh stream flow or high water conditions where the flow is not
removedupon final site stabilization. Areas disturbed during cor¢onfinedto the immediate stream channel.
structionor installation shall be restored. (e) Public boat landing standards. 1. A boat landing shall be

3. To protect fish habitat during spawning seasons, no gene?aento the general public.
permitactivity shall take place during the time period specified: 2. A boat landing may not becated in an area of special ratu

a. For trout streams identifiathder s. NR 1.02 (7) and peren ral resource interest, excefur boat landings constructed and
nial tributaries to those trout streams, September 15 through Magintainedoy alocal, state or federal agenciiowever no boat
15. landingmay be placed within public rights feature as described

b. For all waters not identified under subd. 3. a. and locatétis. NR 1.06.
south of state highway 29, March 15 through May 15. 3. A boat landing may be placed and maintained only by a

c. For all waters not identified under subd. 3. a. and locatégarian.
north of state highway 29, April 1 through June 1. 4. A boat landing shall bglaced entirely within the riparias

d. The applicant may request that the requirements in sulzdneof interest, as determined by one of the methods outimed
3. a., b. or c. be waived by the department on a case—by—case beli$\R 326.

10. The approach road to the ford may not have bank slopes
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5. A boat landing shall be designed and constructed to prevesjuirement®f subs. (1) (c) and (d) and (2) (jth the exception
structuralfailure caused by wave, wind or ice action and shall lmé sub. (1) (c) 1.
maintainedn good condition at all times. (h) Intake or outfall structure standards. An intake omutfall
6. Material removedr excavated to construct the boat kandstructure may be authorized under a general pdrth activity
ing may not beplaced in a wetland, floodway or below the erdiis not located in a public rights feature as describexd MR 1.06,
nary high water mark of any navigable waterway andmeets all the requirements of subs. (1) (c) 2., 3. and 4., (e) and

7. A boat landing shall consist of a 6— to 24—-inch layer d@) (©).
crushedrock, a 6- to 18—-inch layerf crushed rock capped with (i) Piling standards. Piling may be authorized undegeneral
a4—inch minimum thickness pre-cast reinforced concrete plarik@rmitif the activity meets all the requirements of subs. (1) (c) and
or a cast-in—place reinforced concrete slab, each with # 6-(f) and (2) (c) with the exception of sub. (1) (c) 1.
18-inchcrushed rock base. Pre—cast planks shall be conrtected (j) Pea gravel blanket standards. 1. A pea gravel blanket may
preventdisplacement. not be located in an area of special natural resdnteeest or in

8. A boat landing shall have a slope no steeper than 7 foot hapublic rights feature.
izontalto one foot vertica{7H:1V) and may not exceed 50 feet 2. A pea gravel blanket shall only pé&aced in a lake, pond
in length or beyond the line of navigation, whichever is less. or flowage, and only by a riparian.

9. A boat landing may not be locattor across a wetland. 3. A pea gravel blanket shall be placeutirely within the

10. A boat landing shall have rock riprap toe protection at thiParian'szone of interest as determined by one of the methods

lakewardend of the landing which may not extend aboventite ~ Outlinedin ch. NR 326.
ral level of the bottom of the waterway 4. A pea gravel blanket shall be less than 6 inches thick.

11. The side slopes of the excavated banks on either side of5. A pea gravel blanket shall consist of clean, washed stone
the boat landing may not exceed 2 feet horizontal to one foot ve@nd may not contain any fine materials.
cal (2H:1V). 6. A pea gravel blanket may not exceed 1,2G0are feet in
12. Cofferdams used for site de—waterisigall consist only area.
of clean recoverable materials sazhsandbags or plywood sheet 7. A pea gravel blanket shall only be placed in water depths
ing, and all materials shall be removed immediately followingotto exceed 3 feet undaormal summer water level conditions.
projectcompletion. 8. A pea gravel blanket may not include the placement of any
13. Any grading, excavation and land disturbance shall f@bric below the gravel.
confinedto theminimum area necessary for the construction and 9. A pea gravel blanket may not be placed in an area where
may not exceed 10,000 square feet. the muck depth is less than 6 inches.
14. All equipment used for the project shall be designed and 10. A pea gravel blanket may rio¢ placed in an area of natu
properlysized to minimize the amount of sediment that can escapdly occurring sand, rock or gravel bottom.
into the water 11. A pea gravel blanket may not paced in an area where
15. Construction of the boat landing shall minimize theativeaquatic plants are present or haeen known to be present.
removalof trees, shrubs and other shoreline vegetation above the 12. A pea gravel blanket may not rean area where sand,
ordinaryhigh water mark. rock or gravel has been placed in the past.
o T o ey oGt compiingp. L3 A pea grave blanket permit s for a one~time placement
with any local zoning requirements. of pea gravel only _ o _
(f) Weed rake standards. 1. A weed rake may not be located Note: Add!tlgnal pea grav.el placgment requires ar_1 |.n('j|V|duaI permlt.
in an area of special natural resource interest or within a public(k) Individual permit required. 1. Activities which do not
rights feature as described in s. NR 1.06 and may not be Iocafﬁ?etthe applicable standards in p@) and either patd), (e). (f),
within a floating bog. g), (h), (i) or (j) shall require an individual permit.

2. The weed rake shall be placed and maintained onty by 2. The department has authority under s. 30.206 (3r), Stats.,
riparian. o require an individual permit in lieu of a general permit.

3. Theweed rake shall be placed entirely within the ripasian’_. (3) INDIVIDUAL PERMITS. (a) Procedures. 1. Individual per

zoneof interest, as determined by one of the methods outii'medmits shall be processed according to the procedures in ch. NR 310.
ch.NR 326. 2. If the department determines that a proposal submitted

4. The weed rake shall be attached, as an appurtenance e;ggz di%%ggsh?ﬁ gc‘égtr%r:r']iletov\;mqpia SS gg 2 ansgigtrueed or

pier or structure that has been authorized by the department g licationshall be deemedicomplete. The depértmént may hot

otherwiseexempt from the permit _reqwrements of ch. 30, Stat onsiderthe application complete or issue an individual permit
5. The weed rake boom radius may not exceed 24 feet jftj| the applicant submits documentation to demonstrate one of

length,may not be operated in a manner as to alter the natural c@fa following:

figuration of the bed of the waterway and may not disturb bottom -, "6 hroiect avoids impacts to the endangered or threatened

sedimentsn water depths greater than 3 feet. speciesin accordance with s. 29.604, Stats.

_ 6. The weed rake may only be attached or operated on a singley, ' the project has received an incidental take authorization
sideof a pier or structure and may not be moved from side to siggjers. 29 604 Stats.

of a pier within the same open water season. . o . .
3. If the applicant modifies their project plans to meet the
7. Theweed rake may not be operated unattended for MQggyirementf subd. 2., the modified plans shall $ebmitted
than5 days of continuous operation. before the department can consider the application complete or
8. The riparian is responsible for removing vegetation that hgsuean individual permit.
beendislodged or cut within their riparian zone as required under () Applicable activities. Any structure which isot exempt
s.NR 109.08 (3). undersub. (1), or is not authorized by a general permit under sub.
9. The weedake may not result in the disturbance or removg®), requires authorizatioby an individual permit pursuant to s.
of more than 1,200 square feet of native hydrophytic vegetati®®.12 (3m) (c), Stats.
(g) Dry fire hydrant standards. A dry fire hydrant may be  (c) Sandards. A structure meeting the standards in s. 30.12
authorizedunder a general permit if the activity meets all of th€8m), Stats., may be authorized under an individual permit.
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(4) ExisTING PERMITS. A structure regulated under this chapseekabatement under 30.294, Stats., for any activity in violation
ter which is authorized by an existing department permit shaif ss. 30.12, 30.20 and 30.206, Stats.
continueto be authorized, provided the structure is maintained in (2) If the activity may be authorized by a general permit under
compliancewith all the conditions of the original permit. Anys. 30.206, Stats., failure of an applicant to follow the procedural
modificationsto the structure that deot comply with the original requirementsnay not, by itself, resulb abatement of the activity
permitconditions shall require a new individysrmit and shall (3) Whenan after-the—fact permit application has been filed
comply with all standards in this section. with the department, the department shall followghecedures
History: CR 04-062: crRegister April2005 No. 592, éf5-1-05;CR 05-037:  in ch. NR 301 for violations.
am. (2) (b), renum. (2) (j) to be (2) (k) and am., ci(2) (j) Register December 2005 (4) Any violation of these rules shall be treated as a violation
No. 600, eff. 1-1-06. of the statutes they interpret or are promulgated under
(5) No person may place a baamp, dry fire hydrant, ford,

NR 329.05 Enforcement. (1) Noncompliance with the intake or outfall structure. weed ral PSR :
ici . , kar piling in a navigable
provisionsof ss. 30.12, 30.20 and 30.206, Stdtss chapteror \yaienwayif the activity is not eligible for an exemption, autho

any conditions of an exemption, general permit or individual pefized by a general permit or individuaérmitissued under this
mit issued by the department, constitutegiadation and may chapteror otherwise authorized under this chapter
resultin a forfeiture, fine or imprisonmerithe department may History: CR 04-062: crRegister April 2005 No. 592, feb-1-05.
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